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PRESS ReLEASE
MEDAV GmbH, Uttenreuth, May 2009
LAN-Receiver – a new dimension of HF receivers
MEDAV’s LAN-Receiver got a new face. And some additional features, too. Improved in technology, additional features and a provocative pricing make LAN-receiver different from competing products. 
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LAN-Receiver comprises an HF wideband tuner and a flexible and open software solution including analogue demodulators and listen-in capability. This receiver is developed for ambitious tasks and applies as wideband or hand-off receiver. Software is characterized through its graphical user interface which supports intuitive operation of the receiver. All receiver functions are operated by software. Some technical data for a first overview: 

· Frequency range: 100 kHz to 30 MHz

· Direct sampling of HF signal avoids mirror frequencies

· Signal bandwidth: 500 kHz (LAN) or 150 kHz (USB)
· Analogue demodulators: LSB, USB, CW, AM, FM

· Listen-in
· User interface in German or English

· Storage of audio signal in WAV data format

· Storage of wideband signal up to 500 kHz in DAT format for reloading in LAN-Receiver or MATLAB
· You may take advantage of MEDAV’s comprehensive wideband and narrowband signal analysis software and the API available to incorporate your own software (optionally) 
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You start the software on your notebook or PC after installation (CD / DVD). All you need is a free LAN or USB interface; minimum PC / notebook configuration recommend is: CD/DVD disk, 2 GByte memory, 3 GHz CPU clock; Windows XP or VISTA.

For additional information on LAN-Receiver see www.medav.de.
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